GENERAL NOTES:

COMMERCIAL ENTRANCES SHALL BE CONSTRUCTED WITH 3 1/2 " HMA
OVER 6 AGGREGATE BASE COURSE, TY B.

PRIVATE ENTRANCES SHALL BE CONSTRUCTED WITH 2 1/2” HMA
OVER 6" AGGREGATE BASE COURSE, TY B.

THE SHOULDER, SUB-BASE GRANULAR MATL, TYPE A, SHALL BE CONSTRUCTED
PRIOR TO ENTRANCE CONSTRUCTION. THE CONTRACTOR SHALL GRADE THE
SUB~BASE GRANULAR MATL, TYPE A, TO THE PROPER GRADE FOR EACH TYPE OF
ENTRANCE BEING CONTRUCTED. THE EXCAVATED SUB-BASE GRANULAR MATERIAL
SHALL BE DEPOSITED WITHIN THE LIMITS OF THE PROPOSED ENTRANCE AS AN
AGGREGATE BASE. THIS REQUIREMENT SHALL NOT BE PAID FOR SEPARTELY BUT
SHALL BE INCLUDED IN OTHER ITEMS OF RELATED CONSTRUCTION.
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INCIDENTAL HMA SURFACING.

GENERAL NOTES:

FIELD ENTRANCES SHALL BE CONSTRUCTED WITH 2 1/2” HMA
OVER 6" AGGREGATE BASE COURSE, TY B.

THE SHOULDER, SUB-BASE GRANULAR MATL, TYPE A, SHALL BE CONSTRUCTED
PRIOR TO ENTRANCE CONSTRUCTION. THE CONTRACTOR SHALL GRADE THE
SUB-BASE GRANULAR MATL, TYPE A, TO THE PROPER GRADE FOR EACH TYPE OF
ENTRANCE BEING CONTRUCTED. THE EXCAVATED SUB-BASE GRANULAR MATERIAL
SHALL BE DEPOSITED WITHIN THE LIMITS OF THE PROPOSED ENTRANCE AS AN
AGGREGATE BASE. THIS REQUIREMENT SHALL NOT BE PAID FOR SEPARTELY BUT
SHALL BE INCLUDED IN OTHER ITEMS OF RELATED CONSTRUCTION.
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SECTION A-A
e VARIABLE , SHOULDER CONCTRUCTED HMA SHOULDERS (SPECIAL) WITHIN LIMITS
/——ENTRANCE SURFACE l A{ (’o}é OF RADIUS RETURNS. THICKNESS SHALL MATCH ENTRANCE.
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